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4,
LANDSCAPI NG, + BUFFERI NG
AND TREE PROTECTI ON

GENERAL REQUI REVENTS

Section 58.3301. Relationship to the Growth Management Plan

The Landscaping, Buffering and Tree Protection requirements of
the following Parts implement GMP Conservation Policy Statement
#6, to protect _the gquality of water resources from future
degradation by maintaining vegetative cover and controlling
disturbances to vegetation; Conservation Policy Statement #7
and its Required Actions #2, 3 & 4, to preserve to the extent
possible the Dbenefits derived from vegetation by adopting
landscaping requirements for all new developments, emphasizing
the selection native plant species for landscaping, reducing
the impact of urban development on remaining stands of natural
vegetation and supplementing existing urban woodlands; and
Conservation Policy Statement #8 and its Required Action #1, to
use incentives to encourage reduced impacts of urban
development on the natural environment.

Section 58.3302. General Reguirements
Whenever plant materials are required for parking lot
landscaping, buff eryards or any purpose required by this

Chapter, they shall be installed and maintained in accordance
with the standards and requirements of this Part.

Section 58.3303. Enforcement

Failure to install, maintain or protect trees and other
landscaping plant material in accordance with the requirements
of Parts 4A - A4E of this Article shall be deemed to be a

violation of this Chapter, subject to enforcement by the Code
Enforcement Board in accordance with Chapter 5 of the City
Code . The property owner, occupant and/or agent shall be
jointly and individually responsible in all enforcement matters.

Sections 58.3304 - 58.3305 - (RESERVED)



INSTALLATION STANDARDS
FOR ALL LANDSCAPING

Section 58.3306. General Requirements

The property owner, occupant and/or agent shall be jointly and
individually responsible for installing landscaping, according

to accepted commercial  planting procedures, using plant
materials of species which are native to the Orlando area, or

toan area having similar climatic conditions, and maintaining
such landscaping in a healthy, growing condition so as to
present a neat and orderly appearance.

Existing Plant Material - The Zoning Official may ad just the
application of standards contained herein, in part or in
whole, to allow credit for healthy plant material on a

building site prior or subsequent to its development, if such
an adjustment is consistent with the intent of this Chapter.
Existing plant material native to Central Florida should, in

particular, be retained.

Protection - Thie Zoning Official shall be authorized to
require landscaped areas to be protected from vehicular
encroachment with effective wheel stops or curbs.

Anchoring - Wherever new medium or large trees are installed
they shall be provided with anchoring for a period of at least
one year, in order to provide sufficient time for their roots

to become established.

Tree Health - Trees used to satisfy the requirements of this
Part shall be in good or fair health as defined by this
Chapter. A determination as to the health of trees need not be
made in advance of their use; however, poor tree health may be
established at any point during the development process in
either one of the following ways:

(a) The applicant may claim poor trce health as a reason to
remove an existing tree which would otherwise be required
to be retained to satisfy the requirements of this Part,.
To do so. the applicant shall submit an expert evaluation
by a landscape architect, horticulturalist, urban
forester ok other expert as part of his tree removal

permit application.

(b) The Parks Official in coordination with the Zoning
Official may claim poor tree health as a reason for
disallowing a new ok existing tree for use in satisfying
the requirements of this Part. The applicant may rebut
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such a claim by submitting an expert evaluation by a
landscape architect, horticulturalist, urban forester
other expert to the Parks Official, who shall make a
final determination. If the expert evaluation recommends
recuperative measures to improve tree health, the Parks
Official may condition the retention of the tree upon
these measures, and may reassess the health of the tree

after .a one-year recuperation period.

Quality -~ Plant materials used in conformance with provisions
of this Part shall equal ok exceed the standards for Florida

No. 1as established and revised by the Florida Department of
Agriculture. Grass sod shall be clean and reasonably free of
weeds and noxious pests or disease. Grass seed used shall meet
requirements of the FDOA quality control program.

Irriaation - AIll portions of landscaped areas shall b e
provided with a readily available water supply within 25 feet.

Berms - When a berm is used to form a visual screen in lieu
of. or in conjunction with, a hedge or wall, such berm shall
not exceed a slope of 30 degrees, and. shall be completely

covered with shrubs, grass of other living ground cover.

Ground Covers - Ground covers shall be planted in a manner ‘so
as to present a finished appearance with reasonably complete
coverage under normal growing conditions within 12 months after
planting. All improved property in the City, including
residential, shall have ground cover installed and maintained.

Bedces -~ Shrubs used to form hedges  shall be of a
non-deciduous species, shall be a minimum of 24 inches in
height above grade at the time of planting and shall be spaced
not more than 36 inches apart and maintained ‘so as to form a
continuous visual screen 30 inches in height above grade, under
normal growing conditions, within one year after planting.

Lawn Grass - Grass shall be of a species normally grown as
permanent lawns in the City of Orlando. Grass areas may be
sodded, plugged, sprigged or seeded except that solid sod shall
be used In swales ok other areas subject to erosion.

Joint-Use Driveway - Wherever a joint-use driveway 1is
required by Part 1D of this Article or installed at the option
of the applicant,t h e Zoning Official shall be authorized to
make adjustments in the location and design of landscaped areas
required on the affected building site(s), but not in the
number of plantings required.

Section 58.3307 - (RESERVED)
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STANDARDS FOR TREES

Section 58.3308. Ceneral Requirements

Tree_Points - Wherever the requirements of this Chapter
specify the attainment of a certain number of tree points, the
number of points awarded per tree shall be as shown in Figure .

111-14.

Canopy and Understory Trees - The term “canopy tree" refers
to a species of tree which normally grows to a mature height of
40 ft. or more, Wwhile "understory tree” refers to a species
which normally grows to 15-35 ft. Wherever the requirements  of
this Chapter specify the use of canopy trees or understory
trees, refer to Figure 111-14 to determine the approved tree
species within each of these categories. Understory trees may
be substituted for up to a maximum of 50% of the number of
cahopy trees required; provided, however, that 2 understory
trees shall be provided for each canopy tree replaced.

Small, Wdium and Large Trees - The terms “small”, “medium”
and "large" refer to the size of a tree at the time it s
installed- or retained, regardless of its species. Wherever the
requirements of this Part specify the use of small, medium or
large trees, the minimum standards of Figure 111-14 shall
aPp|y_ Small trees shall meet both the height and caliper
standards of Figure 111-14; medium and large trees shall meet
the height, and either the caliper or crown diameter to qualify.

Section 58.3309, Approved Plant Species

The landscaping requirements of this Chapter for all trees and
other plant material may be achieved by wusing any of the
approved species shown i n Figure 1 QtHer Bpkcies may
also be used if approved in advance by the Zoning Official as
being equivalent in function and quality. In particular, the
native plant species shown in Figure 111-14 should be regarded
as merely representative of the broad range of plant material

indigenous to central Florida.

- (RESERVED)
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FIGURE 111-14: TREE AND PLANT SPECIES LIST
L. Approved Species

rhe Eollowing species of trees and plants shall he acceptable without prior approval to meet the landscaping and ¢ree
point requi yements of this Chapter. Other species must be approved by the Parks oOfficial. Species marked with one
1sterisk{*) are native species.

therever the requi rements of this Part specify the use of small, medium or large trees, the following Minjmum
standards shall apply:
$ Points:
Retarned i InstallTed ATl

Height Caliper Crown Diameter Native Native Non-Native
small tree

10 Et. and 1-1/2 in. NA 1.0 1.0 0.8

12 Et. and 2 in. NA 1.4 1.4 1.0

15 Et. and 3 in. NA 2.0 2.5 1.5
tedium tree 18 Et. and 4 in. or 12 ct. 2.5 3.0 2.0

25 Et. and 4 in. or 12 (¢, 3.0 3.2 2.5

30 £t. and 4 in. or 12 ft. 3.5 3.5 3.0

35 Et. and 4 in. or 12 Et. 4.0 4.0 3.5
.arge tree 40 Et. or NA or 35 Et. 5.0 5.0 4.0
specimen tree HA HA NA 7.0 NA 5.0

imall trees shall mcet both the height
ind caliper standards; medium and large
.tees shall mecet the height, and caliper
yt crown diameter to qualify.
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Number of Points

>marll Med, e
A. Canopy Trees Bft. 10 ft. 12 fr, 15 f¢t. Large Speclimen
Special Requirements
American Holly(Ilex Opaca)*
Da 1d Cypress L Pond Cypress*
Dahoon Holly (TlexLassine)* NATIVE SPECIES:
Florida Basswood*
Laurel Oak (QuercusLaurifolia)* Best Eor high dry areas 0.7 1.0 14 20 25 5.0 7.0
Live Oak (QuercusVirginiana)* Installed - 2.5 3.0
Loblolly Bay (Gordonialasianthus)*
Pines (Slash Pine, Sand Pine, etc.)* Each group of 3 shall be
River Birch (Betulatliqgral* deemed to equal 1 tree
using the average tree
height to determine
number of points; not
acceptable for parking
ot or street tcce use.
Red Bay (pPerseaBorbona)*
Red Maple {(AcetRubrum)*
Southern Magnolia (Magnolia Grandiflora)*
Southern Red Cedar (Juniperis Silicicola)®*
Swamp Red Bay*
Sweet Day (Magnolia virginiana)® Best for low wet areas
Sweet Gum (Liquidambar Stytaciflua)*
Tulip Poplar*
Water Oak (QuercusNigra)* Best Eoc low wet areas
Winged EIm (UlmusAlata)®
Awerican Hornbeam (Carpinus Carolina )
Ash (Fraxinus Species)
Black Cherry (Prunus Serotfna)
Camphor Tree (Cinpamomum Camphora)
Cherry Laurel (Prunus Caroliniana)
Cottonwood (populus Deltoides)
Golden Rain Tree (Kolerenteria Acceptable for land- NON-NATIVE SPECIES:
Formosana) scaping but shall not be
counted toward the point , 0.6 0.8 1.0 15 2.0* 4.0 5.0

requirements.

Eastern Hophornbeam (Ostrya

Virginiana)
Hickory (Carya Species)
Pecan (carya Illinoensis)
Peltophorum Bcasiliense
Persimmon (piospyros Virginiana)
Oriental Sweetgum(Liquidambar

Orientalis)
River Birch {(BetulaNigra)
Shumard Oak {Quuvrcus Shumardii) *Plus 0.5 point for each additional 5 Et. in
Sourwood (Oxydcndron Arboreum)
Sugarberry (Celtis Laevigata)
Sycamore {PAcerifolia CV Pryamidalis) height after 20 feet
Tupelo (NyssaAquatica- Water Tupnln

(Nyssasylvatica-Black Tupelo)
Weeping Willow (SalixBabylonica)




B.

Understory Trees

Rumelia Buckthorn (Bumelia Tenax)?*
Cherry Laurel {pPrunusCaroliniana)*
Chickisaw Plum (Prunus Angustifolia)*
Devilwood (Osmanthus Americanum)?
East Palatka Holliy(Ilex Opaca
“East palatka®)
Fringe Tree (ChionanthusVirginicus)*
Native Palms (a1l kinds, including
Sabal Palmetto)+

Redbud (Cercis Canadensis)

Southern wax Myrltle(MyricaCerifera)*
Tar Flower (BefariaRacemosa)®*

Walters Viburnum (Viburnum Obovatum)*
Yaupon Holly {({lexVomitorial*

Ashe Magnolia (Magnolia Ashei)
Chinese Elm (blmus Parvifloral
Citrus Trees (all kinds)

Crepe Myrtle

Dogwood (Cornus Florida)

Drake Elm

Evergreen Pear (Pytus Kawakami )

Green Hawthorne (Crataegus Vi ridis)
Jerusalem Thorn (ParkinsoniaAculeata)

Number of

Points

Small

8 ft, 10 ft. 12 ft. 15 Et.

Special Requirements

NATIVE SPECIES:

0.7 1.0 14 2.0
Installed - 2.5
Each group of 3 shall be
deemed to equal 1 tree,
using the average tree )
height to determine number
of points: not acceptable

for shade coverage or
street tree use, nor
more than 50% of parking
lot landscaping points.

Acceptable for
but shall

tree point

landscaping
not count toward
requirements.

NON-NATIVE SPECIES:
0.6 0.8

1.0 15

Lemon Bottlebrush (CallistemonLancevlata)

Loquat (Eriobotrya Japonica)

Mimosa {AlbizziaJdulibrissin)

Non-Native Palms (ail kinds)

Oaks {QuercusChapmani- Chapman Oak)
{Quercus RolEsi-Folfs Oak)

Orchid {BauhiniaVariegata)

Parsley Hawthorne (Crataegus
Marshallii)

Pink Trumpet Tree (Tabebuialpe)

Podocarpus (Podocacpus Macrophylla)

R ed Buckeye (Acsculus Pavia)

Shining Hawthorne (Crataequs Laevigata)

Same as for Native Palms

58-337
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Southern Crab Apple {Malus
Angustifolial
Surinam Cherry (EugeniaUniflora)
Tree of Gold(Tabebuia Umbalata)
Wax Privet (Ligustcum Lucidum)
Weeping Bottlebrush(CallistemonViminalis)

C. Shrubs

Azalea "Foromosa®",*Soulhern  Charm”,Gerhing, Etc.

Cherry Laurel {Prunus Carolinianal *
Cleyera{Cleyera Japonica)

Crepe Myrtle

Eleagnus (Eleagnus Pungens ) .
Fetterbush (Lyonia Lucida)*

Florida Leucothoc (AgaristaPopulifolia)*
Gallberry (llexGlabra)*

Glossy Privet (Ligustrum Lucidrum)
[lex Cornuta

Japanese Privet (Liqustrum Japonicum)
Junipers

Lantana (Lantana Montevideasis}

Il1: Restricted and Forbidden Species

*Plus 0.5 point for each additional

height atter 20 feet

Handina

Hative Azaleas (Rhododendrbn Viscosum)
Pampas Grass

Photinia

Pineapple Guava (Feijoa Sellowiana)
Pittosporum (Pittosporum Tobircta)
Podocacpus (Podocarpus Macrophylla)
Sandankwo Viburnam (ViburnamSuspensum)*
Saw Palmetto (SerenvaRepens)*

Southern Wax Myrtle (MyricaCerifera)*
Star Anise (IlliciumPacrviflocum)*
Sweet Viburnam (Vibucnam oOdoratissimum)

The Eollowing species of trees and plants shall not be acceptable to meet any landscaping or tree point

requi rements of this Chapter.

The Zoning vfficial may rcquicn that existing trees and plants Of these

species be removed as a condition of development approval:

A. Restricted Canopy and Understory Trees,
-Vines, and Ground Cover

Shrubs

Castor Bean

Chinaherry (NebiaAzedarch)
Honey Puzzle

Rice Paper Plant

Silk Oak {GrevilleaRobusta)
Taro or Elephant Ear

Water Hyacinth

E. Restricted Shrubs, Vines
and Ground Covers

B. Forbidden Species: Do Mot Plant

Austrialian Pine (cCasuacina Species)
Brazilian Pepper (Schinus Tecrelonifolia)
Punk (phperhri) Tree(Melalevca Species)
Eucalyptus ( Eucn lyptus Spcc ies)

Chinese Tallow (sapiumSebiferum)

Ear Tree (EnterlobiumCyclocarpun)

5 ft.

in

o 9or



4B.
SHADE
COVERAGE
REQUIREMENTS

Section 58. 3311. Pur pose of Shade Coverage Requirements

The requirements of this Part are intended to promote tﬁe
the

public health and welfare by protecting and enhancing to
maximum extent possible Orlando’s existing urban woodlands, and
by fostering and encouraging new or increased urban woodlands

and shade coverage. It is intended that these requirements
will assist in the natural control of solar heat, flooding, iy
pollution and noise, soil conservation, and improve  the

appearance of the community.

Section 58.3312. M ni mum Shade Coverage Point Standards

Each devel opment site shall achieve a minimum level of shade
coverage by meeting the minimum tree point standards of Figure
111-15. Any qualifying trees on the site may be counted toward
these standards, including those installed or retained to meet
the other landscaping and buffer requirements of this Chapter,

such as:

(&) Parking Lot Landscaping required by Article 111, Part 4c.

(b) Bufferyard plantings required by Article 111, Part 4p,

(c) Existing Trees protected in accordance with Article 111,
Part 4E; provided that trees located within any retained
wetland shall not be counted toward more than 50% of the
tree point standard in any given tree size category
(small, medium, large).

(d)  Street Trees_ installed as part of the development in
accordance with Article 111, Part 2C.

Replacement of Renobved Trees - Wherever the removal of trees
on a developnment site would result in failure to meet these

minimum  tree oints standaras, repl
required in suffl?cient number and S|rzeep ?gem%re]z tﬁgggsstéﬁoaalrjdspe

Section 58.3313 - 58.3320 - (RESERVED)
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FI GURE 111-15:" M NI MUM SHADE COVERAGE PO NT STANDARDS

A M ni mum Poi nts Required Per Acre

Each developnent site shall contain trees of a sufficient
nunber, size and type to achieve the follow ng mninmum tree
poi nt standards per acre (excluding |and dedicated for street

rights-of-way): =

Residential districts.........coevevninnnnnn, (25) points per -acre
0-1, 0-2, OC, I|-P districts..ceeveuineennn. (20) poi nts per acre
AC-1, AC 2 diStLiCtS.e e enenenoeennnnnn (15) points per acre
AC-3A Qistrict..cveriineienrnineeeceenanenenns (8) points per acre
All other districts......eeveurennnencennnn (15) points per acre

B. M ni num Nunber of Smmll., Medium and Large Trees

In order to ensure that each devel opnent site contains a
desirable mxture of small, nmediumand [arge trees, a mninum

nunber of trees in each size category shall be installed ?]r
retained on each devel opnentsite in accordance wth the

fol I owi ng fornul ae:

STEP 1 - DETERM NE THE TOTAL TREE PO NTS REQURED ON THE
DEVELOPMENT SI TE AS FOLLOWS:
T = # Acres x Points Required Per Acre

STEP 2 - DETERMNE THE M NI MUM NUMBER OF MEDI UM OR LARGE TREES
NEEDED AS FOLLOAE:

M ninum # Medium =T x 10% (but not |less than 1 tree)
Mnimum# Large = T x 10% (but not less than 1 tree)

| STEP 3 - EE-LES/I\\AB'NE THE M NI MUM NUMBER OF SMALL TREES NEEDED AS

Mnimum# = T x 20% (but not less than 1 tree)
Exceptions - Wiere there are too few existing large trees (or

no Targe trees) on the developnent site to neet this
requi rement. or Where large trees neeting the tree renoval
standards of Section 58.3351 nust be renoved (resulting in too
Eew retained large trees), the deficit shall be nade up by
installing or retaining additional nedium trees 1n accordance
vith the follow ng fornul ae:

sSTEP 4 - SUBTRACT THE NUVBER OF LARGE TREES TO BE RETAI NED
FROM THE M NI MUM NUMBER | N STEP 2 ABOVE:
D=Mnnmm# - Retained #

STEP_ 5 - DETERM NE THE NUMBER OF ADDI TI ONAL MEDI UM SI ZED TREES
NEEDED AS FOLLOAE:

Additional # = D 2




PARKI NG LOT
L ANDSCAPI NG

Section 58.3321. Purpose of Parking Lot Landscapin
Requirements

Parking lot landscaping required by this Part is intended to
promote the public health, safety” and general welfare by
providing minimum requirements for installation and maintenanceé
of landscaped areas In connection with parking lots and other
vehicular use areas; to protect the character and stability of
residential, business. institutional and industrial areas; and
to conserve the value of land and buildings on surrounding

properties and neighborhoods.

Section 58.3322. General Requirements

The requirements of this Part shall apply to all new vehicular
use areas and those altered or improved subsequent to the
adoption of these regulations: and whenever a structure is
enlarged or a change of use occurs so that an increase in
required parkin? or loading results under this Chapter.
Landscaping shall be provided in accordance with this Part
prior to issuance of any determination of zoning compliance

required for a Certificate of Occupancy.

Section 58.3323. Landscaping Adjacent to Street Right-of-Way

Landscaping shall be provided between vehicular use areas and
any adjacent public street, walk, or right-of-way as follows:

(a) A landscaped area at least five feet wide.

(b) Sufficient canopy trees to receive at least 3 tree points
er 100 lineal feet or fraction thereof, in planting
areas of the size reohuired by Section 58.3326 below, and
arranged so that the trees are disbursed along the

distance.

(c) A masonry wall, solid fence, berm or hedge maintained at
least 30 iInches in height above grade except as provided
in Section 58.3327 below. See Section 58.3306 on pg.
58-329 for installation requirements for berms and hedges.
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(d)

(e)

(f)

(g)

4~ T———— PUBLIC RIGHT-OF-WAY =~~~

3 tree points

Canopy tree 5ft. wide

planting area ——| {
varies by landscape wall or landsgfatp:vdidaerea ¥
tree size screen-30" high .

In order to-break the visual
monotony of a masonry or
wood wall when such walls
are used, at least one shrub
or vine shall be planted
abutting the wall within
each 10 feet but not
necessarily evenly spaced 10
feet apart; and if a wood
wall is used, at least one
shrub shall be planted for
each 10 feet. Such shrubs
of vines shall be planted
along the street side of
the screen 0s be of
sufficient height at the
time of planting to be
readily visible over the
top of the screen.

In lieu of the vine or
shrubbery requirements
above, the Zoning Official
shall be authorized to
approve a masonry wall
having a significant design
variation evenly spaced at
intervals of not more than
20 feet.

The remainder of the required
landscaped with grass, ground cover or

materials.

‘per 100ft.

tandscaped area

landscape wall or
screen 5ft. high

(not required between
adjacent commercial or
industrial uses)

|

— ALlH3dOHd LN3IVCaV

landscaped areas shall
other

. 2 tree
points
per 1 00ft.

be
landscape

All ground between the right-of-way and vehicular use area

shall be landscaped.
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Section 58.3324. Landscaping Adjacent to Contiquous Properties

Landscaping shall be provided between vehicular use areas and
the contiguous property as follows:

(a) A masonry Wall Of solid fence at least 5 feet high, or a

durable landscape screen at least 4 feet in height above
grade when planted, to grow to 5 feet within one year,

between the common property line and the vehicular use
areas. If a masonry or wood wall is used, the same vine,
shrubbing or design variation requirements as in Section
58.3323 above shall apply. Where contiguous properties

are located within commercial or industrial districts,
only the tree provision with its planting areas as

prescribed in this subsection shall apply to the rear and
sides.

(b) Living screening materials (except trees) shall be
planted in areas not less than 5 feet in width.

(c) Sufficient canopy trees to receive at least 2 tree points

per 100 lineal feet or fraction thereof, in planting
areas of the size required by Section 58 3326 below.

Section 58.3325. Landscaping in _lInterior Areas

Landscaping areas shall be provided for interior vehicular use
areas so as to provide visual and climatic relief from broad
expanses of pavement and to channelize and define logical areas

for pedestrian and vehicular circulation.

(a) Interior vehicular use areas shall be deemed to be all
vehicular use areas except those parking spaces
contiguous to a perimeter for which a landscape screen is
required, or parking spaces which are directly served by
an aisle abutting and running parallel to this perimeter.

(b) At least 2.5% of the gross area of the interior vehicular
use area shall be landscaped. This interior landscaped
area shall contain sufficient canopy trees to receive at
least 1.0 tree points per 100 sg. ft. of gross landscaped
area or fraction thereof.

(c) Interior landscaped areas shall be dispersed so as to
define aisles and limit unbroken rows of parking to a

maximum of 100 feet.

(d) Each separate required landscaped area shall contain
sufficient canopy trees to receive at least 1 tree point,
in a planting area of the size required by Section

58.3326 below.
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1.0 tree points per
per 100 sq. ft. of
landscaped area

maximum unbroken
pavement-100ft.

planting area

varies by
tree  size @~
(e) If the specific application of the interior |andscape
requi rements Wl | seriously linmit functions of the

building site, the Zoning Official shall have authority
to perm t consol i dati on and rel ocation of t hese

| andscaped areas on the building site.

Section 58.3326. M ni mum Planting Areas For Trees.

Small Trees - Each small tree shall be located in a planting
area of at |least 90 sq.ft. (plus 25 sq ft. for each additional
tree in a group) with a mninum interior dinension of 5 feet.

Medi um _and Large Trees - Each nmedium and large tree shall be
located in a planting area oOr undisturbed area which conforns

to the mninmum area and setback standards of Section 58.3361 in
Article 111, Part 4E.

Section 58.3327. sight Distance for Landscaping Adjacent to
the Public Right-of-Way and Points of Access

No | andscaping, tree, fence, wall or simlar item shall be
mai ntained in the vicinity of any corner, Street, intersection
ox accessway intersecting a public right-of-way that the
Transportation Engineering Departnment of the Gty of Olando
determnes is an obstruction to visibility, extends into street
corner visibility areas set forth in Article 1I, Part 1A, or is
a traffic hazard.
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Section 58 ParkinygGaraages

landscaping requirements of this Part, except as follows:

PerimeLandscaping - Perimeter landscaping for parking
garages shall be the same as for parking lots. However, no

However,

Landscaping -

(a) providing hanging baskets, landscape planters and/or
flower boxes around the exterior of the first 3 levels of

the parking garage structure: or

(b) roviding within the perimeter landscape area additional
andscaping equivalent to that which would be required
for interior landscaping for a surface parking lot of
equal capacity, as determined by the Zoning Official.

Section 58.3329 - 58.3330 - (RESERVED)



4D.
BUFFERYARDS

Section 58.3331.° Purpose of Bufferyards

Bufferyards r e uired b this Section are
differgnt land quses from eagh other and are intended to

eliminate or minimize potential nuisances such as dift,_ litter,
noise, glare of lights, signs, and unsightly buildings or
parking areas, or to provide spacing to reduce adverse impacts
of noise, odor, or danger from fires or explosions. Plantings
provided in connection with bufferyards also assist in reducing
air pollution hazards.

Both the amount of land and the type and amount of planting
specified for each buff eryard requirement of this Part are
designed to reduce nuisances between adjacent land uses or

between a' land use and a public road. The planting units
required of buff eryards have been calculated to insure that

they do, in fact, function as "buffers".

Section 58.3332. When Buffervard Requirements Apply

Bufferyard requirements shall apply to all new development and
redevelopment in all districts except the AC-3A Downtown

Metropolitan Activity Core district.

Section 58.3333. How to Determine Bufferyard Reguirements

Bufferyards shall be located at the perimeter of the building
site for any given use, and shall not be located in any portion
of a puglic right-of -way ok any proposed right-of-way
established by the Major Thoroughfare Plan (Article 111, Part
2B) above. The following procedure shall be folTowed to

determine the type of bufferyard required:
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STEP 1: Identify the land use category of the proposed use by
referring to the Table of Permitted Uses in Article
Part 1A, Figure [|1-Z. Identify the land use

category o f contiguous use(s) by on-site survey.
Identify and classify any major thoroughfare on which
the proposed use may have frontage by referring to
Article III, Part 2B.

STEP 2 Identify the land use intensity class of the proposed
use and all contiguous use(s) by referring to Figure
I11-16 of this Part.

STEP 3: Determine the buff eryard required on each building
site boundary (or portion thereof) by referring to
Figure 1TT-17 of this Part.

STEP 4: Select the desired bufferyard option from those

enumerated in Figure 1TT-18 of this Part. Any of the
enumerated options shall satisfy the requirement of

buffering between adjacent land uses.

Section 58.3334. Minimum Planting Areas for Trees

The widths and areas for bufferyards have been calculated so - as
to provide the minimum undisturbed areas required by Subpart 4E
of this Article in order to protect trees. Therefore, no
individual calculation of undisturbed areas. shall be required
for trees retained or installed in bufferyards.

Minimum _ Setbacks for Medium and Large Trees - Certain
bufferyard alternatives shown in Figure 11I1I-18 do not provide
for the minimum setbacks from medium or large size trees
required by Subpart 4E of this Article in order to protect
trees. However, the following trees in bufferyards shall be
exempted from setback requirements:

(a) Any medium size tree located in a bufferyard at least 10
ft. in width, and at least 2 feet from the perimeter of

the bufferyard.

(b) Any large size tree located in a bufferyard at least 15
ft. in width, and at least 4 feet from the perimeter of

the bufferyard.

All other medium and large size trees shall be protected in
accordance with the setback standards of Subpart 4E of this

Article.



FIGURE 111-16: LAND USE I NTENSITY CLASSI FI CATI ON

use of thistable to identify the land use intensity class

of the proposed use and all

Class | if in a residential
district

cdass 1t 1f in a non-residenti al

district
1 TamTy dwellings
2 famly dwellings
Accessory apartments
Communi t'y Residential Homes
(1-6 residents)
EnerPen%Y shelters
Fam [y day care hones
Col f courses
Vacant |and zoned: Rr-1,
R-1A, R-12A, R-1H, R-2A

dass ||

Attached dwel |ings

Comm nodel home-ctrs.

Communi ty Residential Homes
(7-14 residents)

Goup care facilities _

G oup hou5|ng, low intensity

Multifam |y dwellings, up
to 15 units/acre

Mul tiplex dwellings

Vacant |and zoned: Rr-28,
R- 3A

Cass Il

Adult cong. living facility

Goup housing, high intensity

Hospitals & clinics, up to
FAR 0.7

Medi cal & dental |abs, up
to FAR 0.7

Mobi | e home devel opnent

Mil tifam |y dwellings, over
15 units/acre

Nursing hones

Ofices, up to FARO.7

Resi dential -office m xed
devel.

Vacant |and zoned: r-38, MXD- 1,
0-1, 0-2, o-c

continuous use(s):

Class |V

Auto service station

Child Care centers

Eating & drinking estabs.

Hospitals & clinics, over
FAR 0.7

Hotels & Motels

Medi cal & dental |abs, over
FAR 0.7

Ofices, over FAR 0.7

Parking lot - principal use

Recreation, outdoor _

Retailing, light & intensive

Services, personal

Services, entertainment

Shopping centers

Treatment & recovery

facilities
Vacant |and zoned: MXD 2,
ACGN AC1

dass V _
Adult entertai nment
Drive-in Facilities

Heliports _
Manufacturing & processing,
l'i ght

Par ki ng garages, principal
or accessory use

Pl asmapheresis facilities

RV parks _

Services, intensive

Whol e Blood.facilities

\Whol esal i ng & Warehousi ng

Vacant |and zoned: AC- 2,
AC-3 ac-3a, |1-P

dass VI _

Venufacturing & processing,
heavy _

Qut side storage of materials

Vacant |and zoned: |-G




Section 58.3335. Buf feryard Desiagn Requirenents

Exi sting native Plant Material - The use of existing native
specl es of prani’.  naterral is strongly encouraged in
buf f eryards. Exi sting natural ground cover should be retained
where "possible by avoidi ng[ scrapi ng, 9grading and sodding wthin
the bufferyard. VWere the planting requirements of Figure
I11-18 require additional trees or shrubs to be installed in an
existing natural area, it should be done in a manner which

mni mzes disturbances to native species. :

G ound Cover - Where it is not possible to retain exist_in%
natural ground cover, bufferyards shall be sodded or provide
with other ground cover approved by the Zoning Official, Bahia
grasses are preferred in order to allow the eventual invasion

of wild flowers and native grasses.

Sol ar Access - If the developnent on the contiguous use is
exi sting, pl anned, or deed-restricted for solar access,
understory trees may be substituted for canopy trees when

canopy trees would destroy solar access.

Parking Lot Landscaping - Plantings and structures required
by Article TII, Part 4C for parking | ot |andscaping may be
counted toward satisfying bufferyard requirenents.

Mixed-use Devel opment - Wiere a building site is used for a
single m xed-use devel opnent, bufferyards shall not be required
between the various constituent uses. Buf feryards required at
the perimeter of the devel opnent shall be based upon the
i ndi vidual uses on each portion of the property.

Section 58.3336. Use of Bufferyards

Bufferyards may be counted toward satisfying zoning district
yard setback requirements, may be counted toward satisfying

open space requirements, and may be used for passive
recreation. They my contain pedestrian or bike trails,
provi ded that: a) no plant material is elimnated, (b) the
total width of the bufferyard is naintained, and (cg al | other
regulations of this Chapter are met. In no evenf, however,
shall the following uses be permtted in bufferyards:

PI ayfields, stables, ~ swinmng pools, tennis courts, parking
ots and vehicular use areas, equipment storage and other open
storage, buildings oroverhangs.

Stormvater  Retention/Detention Facilities in Bufferyards -
The Zoning Oficral shall Dbe authorized to allow stormater
retention/detention facilities to encroach into bufferyards a
maxi mum of 30% of bufferyard wi dth, where he finds that all
planting and structural requirenents of this Part are net and
the 'visual screen provided by the bufferyard will be fully

achi eved.
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FIGURE 111-17: TABLE OF BUFFERYARD REQUIREMENTS

Use this table to determine the bufferyardrequired between abutting land uses.
The letter designations in this table refer to bufferyard standards contained in

Figure 111-18.

Intensity Clases Intensity Class of Abutting Uee or Use Abutting Thoroughfare Abutting High
of Propoged Use Across Local ok Lou Collector Street Principal Intermediate Minor Collector
I L Hl vV v VI

1 "w " an B* fodod D* C C B B

11 A A A B* C* D= B B A A

11t B A A LA L A A A A A

v B B A T " w - - ~n

v C C B - " o na e ~xn nn

VL D D C B B ok " w -w **

A buftteryard is only required whore the existing abutting Class IV. V ok VI
insufficient bufferyard. No bufferyard required abutting vacant land.

No bufferyard required

has no bufteryardor an

58 - 347




FIGUREI111-18: BUFFERYARD REQUIREMENTS AND OPTIONS

Use these specifications to select the desired bufferyard
option  for  the building site. These  bufferyard
requirements are stated in terms of the width of the
buff eryard and the quantity of plantings required per 100
linear feet of bufferyard. Each illustration depicts the
total bufferyard to be located between two contiguous uses.

Whenever a “durable landscape screen” is required within a

bufferyard, these are shown as ‘screen required” in the
illustration, and their respective specifications are also
shown in the upper right-hand portion of this chart.

When the requirements of this Part result in a fractional
number of plantings, any fraction up to and including
one-half shall be disregarded, and fractions over one-half
shall require one plant unit.

DETERMINE BUFFERYARD SPECIFICATIONS AS FOLLOWS:

2. Multiply required

1. Select desired ' _
plant units x plant unit multiplier

buff eryard
alternative

Pant Urat
Muitohet

REQUIRED PLANT UNITS/100

1.5 Points each-
Canopy trees 8
Uncersiory trees

10 Shrubs

BUFFERYARD A

10 1t

o By A e R
E;;;;,,a_:j.. R TR

.

C ——

/ -required plantings

Screen

Pt Urwt
Required

251t wig
o

- |

.6
REQUIRED PLANT UNITS/ 00" 154t
4 Points each- aavg SR ey P
Sy araes ss | Femasmmgy

Unzerstory trees

25 Shrubs (except
where a screen
I8 required)

BUFFERYARD B




Section 58.3337. Maintenance of Bufferyards

The maintenance of all bufferyards, plantings and structures
shall be the responsibility of the property owner. Failure to
maintain such structures and plantings in an attractive and
healthy state shall be considered a violation of this Chapter
subject to enforcement in accordance with Chapter 5 of this

City Code.

Sections 58.3338 - 58.3340 - (RESERVED)

o eRa)



DURABLE LANDSCAPE SCREEN

S1 = 5 ft. nmasonry wall, ora
durabl e | andscape screen
at least 4ft. in height
when planted, tOo grow to -
sec. Within 1 year. The
requi rements for this
wall o screen shall be
the same as for the
parking 'lot landscaping
screen descri bed in
Section 58, 3324(a) on
page 58-312.

S, = 8 ft. masonry wall

3. Check to see if a landscape

screen is required ——/\/

Note: Bufferyards abutting any front
property lines are exempt from
screen requirements.

Piant Unit Sereen

100 ft. wide Multipirer 70 1t. Required

P

i

REQUIRED PLANT UNITS/100°

P'&-rlv(l yUnit RS::rooﬂ
plier
el 60 {t. wide eaured
! 4
40 tt
£
25 1,
REQUIRED PLANT UNITS/100 —_—
7 Points each-
Canopy trees 8
Undersiory trees L
50 Shrubs (except

where a screen 15 .

13 reqguired) 1 [c' _
AR IR AL

BUFFERYARD C

16 Poinlseach-
Canopy trees
Understory trees 301t

BUFFERYARD D




Section 58.3342. When Tree and woodlands Protection
Requirements Apply

The provisions of this Part shall apply to all real property
situated in- the corporate limits of "the City of .Orlando.

Immediately upon petition for annexation. developers wil agree
to comply with the provisions of this Part.

Section 58.3343. Trees Protected by this Part

It shall be unlawful for any person to, or cause to, destroy,
permanently injure or remove any medium or large sized trees

without first obtaining a Tree Removal Permit, ok to encroach
within 6 ft. of any such tree without first obtaining a Tree
Encroachment Permit from the Parks Official or his designee as
required by the grovisions of Article vi, Part 5F (Refer to
Article 111, Part 4a for height and canopy diameter standards

for medium and large trees).

Section 58.3344 - 58.3350 - (RESERVED)

STANDARDSFORT REEREMOVAL

Section 58.3351. General Requirements

In general, removal of medium and large sized trees should be
discouraged. However, Tree Removal Permits shall be approved
where design modifications are not feasible (see Sections
58.3364 - 58.3367 below) and one or more of the following

circumstances exists:

Street Opening - The location of the tree prevents the opening
of reasonable and necessary travel lanes in a street of alley;

Utilities and Drainase - The location of the tree prevents
the construction of utility lines or drainage facilities which

cannot feasibly be rerouted;

Property Access - The location of the tree prevents all
reasonable access to the property.

Property Use - The location of the tree precludes seasonable
use of the property.

Hazards -~ The tree constitutes a hazard to life or property
which cannot reasonably be mitigated without removing the tree;

OK



TREE &
VWOODL ANDS
PROTECTI ON

Section 58.3341. Purpose of Tree and Woodlands Protection
Reauirements

The purpose of this Part is to provide protective regulations
in the City of Orlando.

It is the intent of this Part to promote the community health
and welfare by protecting trees and woodlands for the unique
benefits they provide in enhancing community appearance and
assisting in the natural control of solar heat, soil
conservation, flooding, air pollution and noise. In addition,
trees and woodlands offer a haven for community wildlife and
provide citizens with psychological relief from the increasing
complexities of a manmade urban environment. Further, it is
the intent of this Part to enhance the community and its
citizenry, and not be punitive or to cause a hardship to any
individual, p'rivate or public company who use reasonable care
and diligence to protect trees and woodlands within the City of

Orlando.

Trees are living things whose survival depends upon the
maintenance of adequate nutrition, and the avoidance of
life-threatening damage. Because roots are the lifeblood of a
tree, construction activities within the dripline of the tree
where most of the roots are located, can be especially
dangerous to the tree. Cutting and fill, trenching,

construction and implacement o f impervious cover are such
destructive activities.

Trees, as defined. regulated and protected herein, are declared
to be a natural public resource and the City of Orlando
encourages planting, replacement and protection of trees, as
herein set out, in the interest of the health, safety and
welfare of present and future citizens of the City of Orlando.
To attain that end, it shall be unlawful to cut down, damage,
poison or in any other manner destroy or cause to be destroyed
any tree or woodland as covered by the terms of this Part
except in accordance with the provisions of this Part.



Poor Tree Health - The tree is dying/dead or is in poor

health as defined by this Chapter, S0 that its restoration to
sound condition is not practical, ok has a disease which can be

expected to be transmitted to other trees and to endanger their
health.

Section 58.3352. Specimen_or Historic Trees

The Parks Official shall be authorized to designate certain
trees as Specimen or Historic Trees, based on their size,:” age,
historic association, species or unique characteristics. Trees
so designated shall be protected without regard to their
location, within the jurisdiction of the City. Designation as
a Specimen or Historic Tree may occur in any one of the

following ways: -

(a) An applicant may request such designation as part of any
Master Plan, Preliminary Subdivision Plat, Short-Form

subdivision Plat or Preliminary Site Plan application.
To do so, the applicant shall submit an expert evaluation
by a landscape architect, horticulturalist, urban
forester, historian or other expert as part of the

application.

(b) A property owner may request such designation at any

time. To do so, the property owner shall submit an
expert evaluation by - a landscape architect,
horticulturalist, urban forester, historian or other
expert.

(c) The Parks Official may make such designation as part of
his review of any application for development under this
Chapter, stating in writing his reasons for such
designation. The applicant may appeal such designation
to the appropriate reviewing authority(s) for the
application in question.

(d) The Parks Official may make such designation as part of
an overall tree protection planning program for the City
or portion .thereof. Such designation shall be subject to
approval by resolution of the City Council.

Sections 58.3353 - 58.3360 - (RESERVED)



TREE PROTECTION . REQUIREMENTS FOR ALL
TREES TOBE AWARDED TREE POINTS

Section 58.3361. Minimum Undisturbed Areas

Each retained or installed tree for which tree points are
awarded shall be located within an undisturbed area which

conforms to the following minimum standards: Specimen or

Medium Tree Large Tree
Interior Dimension....... EEEEEEEEEE NA 1|(\)IAft .
Setback from trunk perimeter....... 6 ft.* 800 .ft
Area-single tree................ 250 sq. ft. Sq. tt.
Area-each additional
tree in @ group™ ...ceveeeoneecsn 90 sq. ft. 200 sq. ft.

Trees located in certain buffezyards are exempt from these
setbacks. See Section 58.3334.

** The largest tree in any group will be considered as the
first tree for counting purposes.

1 Oft. minimum
gft. minimum setback

setback e

; e—-\lé
@éj
medium tree
250 sq.ft. large tree
area 800 sq.ft.
area

UNDISTURBED AREAS



Section 58.3362. Development Prohibited Within the Undisturbed
Area

Al |l development activities except those specifically permitted
b Section 58.3363 below shall be prohibited within the
undisturbed area provided for any tree(s) for which tree points
are awarded, including any construction of buildings,
structures, paving surfaces, porrpactlon, cut - aways, stormater
retention ponds and/or trenching. All temporary construction
activities shall also be prohibited within the undisturbed

area, including all digging, trenching, construction lay-down
areas and parking of construction vehicles or employee vehicles.

NOTE : FINDING ALTERNATIVE PARKING ARRANGEMENTS FOR
CONSTRUCTION CREWS MUST BE AN INTEGRAL PART OF THE
TREE PROTECTION STRATEGY. THE APPROACH MUST | NVOLVE
SEVERAL CI TY DEPARTMENTS AND SEVERAL PARTS OF THE CITY

CCDE.

Fencing of Undisturbed Area - Prior to the conmencenent of
construction, the  devel oper shall ~ enclose the entire
undi sturbed area within a fence or simlar barrier approved by

the Parks Official as follows:

(a) Wooden (or equivalent) posts at least 1.5 x 3.5 inches
shall be implanted in the ground deep enough to be stable

and with at least 3 feet visible above the ground.

S
=
Yo OIS 3 NP & PUUTRDY ) | 1)

FENCING OF THE UNDISTURBED AREA



(b) The protective posts shall be placed not more than 6 feet
apart, and shall be linked together by a rope or chain.

Fill Dirt Within the Undisturbed Area - Fill dirt shall be
prohibited within the undisturbed area of any tree counted for
points. except where specifically approved by the Parks
Official. The Parks Official shall be authorized to condition
his approval upon such measures as he deems appropriate to
allow the tree to recuperate from the shock caused by fill
material, including but not Ilimited to tree wells, root
drainage and aeration techniques, and use of specific soils and
fill materials.

Section 58.3363. Permitted Activities Within the Undisturbed
Area

Tunneled Utility ?Lines - Utility lines which are tunneled
beneath tree roots in order to protect feeder roots, rather

than trenched.

Sodding and Ground Cover - Placement of sod or other ground
covers, and the preparation of the ground surface for such

covers.

Occasional Parking After Development ~ The undisturbed area
may be used for occasional parking after the issuance of a
Certificate of Occupancy for the building site, when this is
approved by the Planning Official in accordance with Section

58.3351.

Section 58.3364. Unimproved Reservation of Required Parkina
Area in Connection with Tree Points

The Planning Official may authorize that up to 15% of the
required parking spaces on a building site remain as unimproved
reserve area(s) located within the undisturbed area required by
this Part in order to be awarded tree points. The unimproved
reserve area(s) shall conform to the following standards:

Number of Reserved Spaces Per Tree - The maximum amount of
unimproved reserve area which may be approved for each tree
protected shall be as follows:

Small Tree - NA
Medium Tree - 1 space
Large Tree - 2 spaces



Section 58.3365. Vari ances of Devel opnent Standards in
Connection with Tree Points
Administrative Variances - The Zoning Oficial shall. be
authorized to approve variances in —accordance wth the
procedures of Article vi, Part 2, for the follow ng
devel opnent standards in order to protect |arge size trees
only, so that tree points nmay be awarded:
() Setbacks for principal and accessory buildings and
structures. and vehicular use areas.
Maxi mum reduction = 20%
(b) Par ki ng (nunber of spaces) standards. _
Maxi mum reduction = 5% or” one space (whichever is nore).
BZA Variances Initiated By Applicant - Refer to Article vi,
Part 21, for procedures applying to variances reviewed by the
Board of Zoning Adjustnent. Tree Protection is an allowable

justification for a variance.

BZA Variances Initiated By Zonins Official - Were the Zoning

Oficial finds that tree points could be awarded for a specinen
tree through approval of reasonable variances by the Board of
Zoning Adjustnment, he may so notify the applicant and refer the
matter to the Board for review In such cases, no application
for a tree renoval permt shall be approved unless the variance
is denied by the Board, and no application fee shall be charged

for the variance. Realizing the extra tinme involved, the
Zoni ng Adm nistrator shall seek such review only in exceptional
cases.

Section 58.3366. Aver aae-| ot Devel opnent and Cl ust er
Devel opment _To Protect Trees

The City Council may require Average-lot Developnent (see
Article 11, Part _2¢) or CQuster Developnent (see Article 11,

Part 2p) as a condition of Prelimnary Plat approval for any 1
or 2 fam |y devel opment or portion thereof where, in the review
of the Plat, they find that the design alternatives are
essenti al for the protection of existing trees on the
devel opnent site.

Section 58.3367. Subdi vision and Street Desiqgn Mdifications
To Protect Trees

( RESERVED)



Use for Occasijonal, Parking - The Planning Official g allow
the parking spaces in the unimproved reserve area(s) to e used

for occasional parking only (approximately 1-2 times per week),
provided that:

(a) The Planning Official shall find that thespaces are
located at tperiphery o f @ tpbuilding” sire or
otherwise so located that they are unlikely to be used on
a continuous basis.

(b) All accessways and aisles serving the occasional parking
spaces shall be paved.

(c) Access to the occasional parking spaces shall not be
blocked by curbing or other Dbarricades which would

prevent their occasional use.

(d) Where necessary, the Planning Official may require posts
or equivalent barriers to protect the tree(s) from cars

parking within the reserved area.

medium tree-
1 occasional
parking apace
ooonlonal '
perking
J space
®

tree grouping-
several occaslonal

/R parking spaces
o protective

barrier posts

OCCASIONAL PARKING ALTERNATIVES



Sections 58.3368 - 58.3370 - (RESERVED)

REQUIREMENTS FOR OTHER TREES
(NOT AWARDED POINTS)

Section 58.3371. Minimum Setback to Protect Trees

No material, machinery or temporary soil deposits shall be
placed within 6 feet of any medium or large size tree(s)
protected by this Part. No structure or Impervious paving

shall be located within a 6 foot 'radius of the trunk perimeter
of any such tree(s). A tree of 4 feet of more diameter shall
require additional space as may be determined by the Parks

Official. See Figure ]11-14 for standards relating to tree
size.
Section 56.3372. Compensatory Pruning

The Parks Official shall be authorized to require pruning of
the crown of any protected tree not being counted for tree
points, where he finds that such pruning is essential to
compensate for the stress placed upon the tree by the
encroachment. The Parks Official shall specify the
proportionate amount of the required pruning. The crown must
be pruned by removing lateral branching and trimming,. rather

than topping.

Section 58.3373. Protective Barrier Required

Each medium or large size tree protected by this subpart shall
be protected from damage during construction by a barrier
composed of wood, rope, wire, braces or similar non-injurious

material.

Section 58.3374. Average-Lot Development and Cluster
Development to Protect Trees

The City Council may require Average-lot Development (see
Article II, Part 2C) or Cluster Development (see Article 1II,
Pact 2D) as a condition of Preliminary Plat approval for any 1
ok 2 family development or portion thereof where, in the review
of the Plat, they find that the design alternatives are
essential for the protection of existing trees on the

development site.



-

Section 58.3375. Subdivision and Street Design Modifications

to .Protect Trees

(RESERVED)

Section 58.3376. Mariances of Development Standards to
Protect Trees

Refer to Article VI. Part 2H for procedures applying to zoning
variances . Tree protection is an allowable justif ication for a

variance.

Sections 58.3377 ~ 58.3380 - (RESERVED)

ENFORCEMENT

Section 58.3381. General Requirements

Any tree removal in violation of this Part, and any failure ‘to

maintain or protect trees in accordance with the requirements
of this Part, shall be deemed to be a violation of this Chapter
and subject to enforcement by the Code Enforcement Board in
accordance with Chapter 5 of ‘the City Code. The property
owner, occupant and/or ageat shall be jointly and individually
responsible in all enforcement matters.

Section 58.3382. Replacement of Equivalent Tree Caliper

As part of any enforcement action regarding violation of the
requirements of this Part, the Code Enforcement Board shall be
authorized to crequire in addition to any fines or other
enforcement measures the replacement of any removed or damaged
tree(s) with new tree(s) of at least 3 inches caliper each and
having a total tree caliper equivalent to that of the removed
or damaged tree(s).

Sections 58.3383 - 58.3400 - (RESERVED)



